HEMTT -Ads...
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TELL ME . | S0UM 10-003 oN MIGHT HAVE
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Three Repair Options

-

THERE SHOLLD BE AT LEAST !/2 INCHES OF
CLEARANCE BETWEEN THE POSITIVE STARTER
\ TERMINAL. ANP ANY HYDPRALLIC HOSE,

=N i
4 Keep 1'/2-to 4in
M clearance between
M starter post and hoses

~
AND THERE ARE 7THREE
L/IFFERENT FIXES~
EMERGENCY; INTERIM,
AND PERMANENT~FOR THE

HEMTT -A4 HosEs..,

BY NOW; YOUR UNIT
SHOULP HAVE FIXEDP
THAT PROBLEM, BUT
IF NOT; HERE'S WHAT
NEEPS TO HAPPEN
RIGHT NOW!

TACOM
T e SOUM 10-003
ADDRESSED A
FIRE HAZARD
\ ON HEMTT -Ad
\ ", MODELS.

Unit commanders should
deadline all HEMTT -A4
models that haven’t had a
hydraulic line inspection
and corrective  repair
performed yet! Park these
HEMTTs and set the 24V
battery disconnect switch to
OFF. Otherwise, a problem
with electrical fires could
destroy the HEMTT -A4 or <] Hydraulic steering supply line 2301
kill or hurt Soldiers. eZ 117

Hydraulic lines rubbing on the positive starter terminal is the root cause of these
fires. The outer layer of the hose eventually wears through to the metal reinforcements.
That leads to arcing between the starter terminal and the hydraulic line, which sets
leaking hydraulic fluid on fire.

Ensure 2001 line and hydraulic
steering line are not rubbing here
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1) Emergency fix: This option is only
approved for Afghanistan. Just use hose
ties to isolate the hydraulic hoses from the
starter terminal. Then do the interim fix as soon
as possible.

2) Interim fix: For this option, worn hoses
shall be replaced before applying the interim
fix to the vehicles. A standoff bracket and
hose-restraining straps attach the hydraulic
lines to the charge air cooler posts. This
keeps the lines away from the starter terminals
and other electrical connections. Use this
method until the permanent fix can be applied.
3) Permanent fix: As parts become available,
the contractor will apply this permanent solution
for your unit’s HEMTT -A4 fieet. They’'1l lock
the hydraulic and electrical routings into a
single configuration using pillow blocks and
P-clamps to secure the hoses.

INSTRLICTIONS FOR MOVING
THE HOSES AWAY FROM THE
STARTER WIRE CAN EE
FOLINP ON:
https://aeps2.ria.army.mil/
commodity/soum/tacom_
Wn/HEMTT-Rework.ppt
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Contractors Can Do the Work!
Units in SWA can order the interim repair kit and any necessary replacement
hoses and perform the interim fix. Or they can have the contractor representative do
the work.
For vehicles outside SWA, a contractor representative will install the interim fix
until the production fix is available. They will do the production repair, too.

Setting Up Repairs

TO ORPER THE REPAIR KIT
OR SCHEPULE A CONTRACTOR
REPRESENTATIVE, COMPLETE THE
REQUEST FORM FOLIND HERE:

- —; — ’—E: ff i ’,'— =2 ’f 1 THEN EMAIL THE FORM TO:
— —] demi_htv. m.conus.%nw.mll
e e e e — e e |

There is no cost to units for parts or contractor labor. Of course, labor is non-

reimbursable if units replace parts themselves.
Look for changes to EM 0288 at the next revision. It will show the new

configuration and give PMCS and maintenance procedures for the HEMTT -A4’s

interim fix.

EYALL TACOM SOUM IO 003 FOR MORE INFO:;
https://aeps2.ria.army.mil/commodity/soum/tacom_ wn/soulo-oos.html
P
(pSEE)
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